
Frisco Monofill - Protective Design
TEXAS CLASS 2 GUIDANCE FRISCO MONOFILL ADDITIONAL LEVELS OF PROTECTION 

 Vegetated Topsoil 1.5’  

 Membrane  

 

 Clay Cap 3.0’  Extra foot of clay    
 

 Vegetated Topsoil 1.5’

 Membrane  Intermediate Cover 1.0’  Additional layer of intermediate cover 

 Clay Cap 2.0’
 Treated Slag  

 Treated Slag 
 Protective Clay Soil 2.0’  Additional protective clay soil layer 

 Leachate Collection System  Leachate Collection System  
 60 mil HDPE Membrane  Not required for monofills 

 Compacted Clay 3.0’
 Compacted Clay 2.5’/3.0’    

Existing Base Existing Clay Base  Low permeability natural clay base 



Frisco Monofill Compares Favorably 
to RCRA TSD Standards

TEXAS/FEDERAL STANDARDS FRISCO MONOFILL 

 Vegetated Topsoil 1.5’

 Membrane 

 Clay Cap 3.0’

Cover 

 Intermediate Cover 1.0’

 Treated Slag 

 Primary Leachate Collection System 

 Treated Slag 

 Membrane or Similar Materials 
 Secondary LCS (Leak Detection)  Protective Clay Soil 2.0’

 Membrane or Similar Materials  Leachate Collection System 
 Membrane 

 Compacted Clay 3.0’
 Compacted Clay 2.5’/3.0’

Existing Base Existing Clay Base 




